
System components of FCP „Solution F1“

B01200-00

B01220-00

B01230-00

B01231-00

Description
19”-4HE front plate for up to 96 zone
indication LEDs
- Up to 3 zone indication LED modules

B01220-00 can be assembled behind this
metal plate

- Poly carbonate foil looks very worthwhile
- Very attractive design
- Strips with individual numbers can be fitted

in to identify the zones
- Strips with individual texts can be fitted in

to describe the zones
Please choose the numbers of 32 LED zone
indication modules B01220-00 separately.
Technical specifications:
Material :         Aluminium / poly carbonate
Colour :           platinum grey, RAL 7036
Dimensions :   483 x 176 x 3 mm (W x H x D)
VdS No :         G 205 024

32 LEDs zone indication module
- LED module with 32 red / 32 yellow LEDs

for zone indication
- For mounting at front plate B01200-00
above
- Zone LED programmable
- Up to 192 zone LEDs can be mounted in

one panel
Technical specifications :
Dimensions :  483 104 x 150 x 26 mm

(W x H x D)
VdS-Nr. :        G 205 024

Printer (Built-In version) with RS-232
interface and power supply
- Interfacing to Fire Alarm Control Panel by

included RS-232 interface
- Thermal printer with 24 characters per line
- Controller and power supply included
- Memory 8 k RAM included for fast data

transmission
Technical specifications :
Paper width : 58 mm
Characters / line : 40
Colour : grey
Dimensions (W x H x D) :     85 x 85 x 55 mm

Spare paper role for Printer
One role 58mm, diameter 37mm




