
 

 

SPB-E and SPB-ET Optical beam smoke detectors 
 

(refer to the attached appendix for details) 
 

which have complied with the requirements of the following: 
 

EN 54-12: 2002 - Fire detection and alarm systems – Smoke detectors -  
Line detectors using an optical light beam 

 
 

LPCB is part of BRE Certification Ltd., Garston, Watford WD25 9XX.  Tel 01923 664100  
Fax 01923 664603 www.RedBookLive.com 

This certificate remains the property of BRE Certification Ltd and is issued subject to terms and conditions 
 and is maintained and held in force through regular surveillance activities. 

Signed on behalf of the LPCB 
 
 
 
 
 
 
 
 
 
 

Name: R PHILLIPS 

Certificate No. 164k    Issue No. 1 
 
Date of Issue 10 February 2006 
 
This certificate is valid until withdrawn by LPCB. 
To check the validity and the authenticity of this certificate please 
visit our website www.RedBookLive.com or contact us.  

HOCHIKI EUROPE (UK) LIMITED 
Grosvenor Road, Gillingham Business Park,  

Gillingham, Kent ME8 0SA 

is authorised to use the LPCB mark in association with the 
product(s) listed in this certificate and appendix. 

This is to certify 
CERTIFICATE OF PRODUCT CONFORMITY 

L o s s   P r e v e n t i o n   C e r t i f i c a t i o n   B o a r d 

BF667 Revision 0, 03 January 2006    Page 1 of  2    ©BRE Certification Ltd, 2006 



 

Page 2 of 2 
 
Date of Issue 10 February 2006 
 
Issue No. 1 

LPCB is part of BRE Certification Ltd., Garston, Watford WD25 9XX.  Tel 01923 664100  
Fax 01923 664603 www.RedBookLive.com 

This certificate remains the property of BRE Certification Ltd and is issued subject to terms and conditions 
 and is maintained and held in force through regular surveillance activities. 

Signed on behalf of the LPCB 
 
 
 
 
 
 
 
 
 
 

Name: R PHILLIPS 

This certificate is valid until withdrawn by LPCB. 
To check the validity and the authenticity of this certificate please 
visit our website www.RedBookLive.com or contact us.  

HOCHIKI EUROPE (UK) LIMITED 
 

Products          LPCB Ref. No. 
 
SPB-E   Conventional optical beam smoke detector   164k/01 
   Notes: 

1. Approved at sensitivity setting 50% 
 
SPB-ET  Conventional optical beam smoke detector   164k/02 
   Notes: 

1. Approved at sensitivity setting 50% 
2. Approved for use with SPB-ET2WI interface kit 
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